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NDJ-5S High Precision Digital Display Viscosity Tester

INTRODUCTION

This instrument adopts advanced mechanical design technology, manufacturing technology and microcomputer control

technology, data acquisition is correct, the display adopts blue backlight, high brightness LCD display, data display clear.

This instrument has high sensitivity and reliable test results, the use of easy to operate, modelling elegant appearance and other

characteristics, is used to measure the absolute viscosity of Newtonian fluid type and non Newtonian fluid apparent viscosity of

relative precision instruments, can be widely used in oil, paints, plastics, medicine, food, paint, glue, adhesive, resin, chemical

raw materials and other products.

WORK PRINCIPLE

The rotor is driven by a variable speed motor to rotate at a constant speed. When the rotor rotates in the liquid, the liquid will

produce a viscosity torque acting on the rotor, and the viscosity torque is greater. On the contrary, the smaller the viscosity of the

liquid, the smaller the viscous torque. The viscous torque acting on the rotor is detected by the sensor, and the viscosity of the

liquid is obtained after computer processing.

FEATURES AND BENEFITS

1.16-bit microprocessor core control circuit, gearless drive, blue LCD digital display directly display the viscosity, speed, torque

per cent, rotor number and the maximum viscosity value of the selected rotor under the current speed.

2. Key eye-catching, stepless variable speed, stable speed, accurate measurement.

3.Equipped with RS232 standard output interface. The circuit adopts patch technology, with compact structure and reasonable

layout.

4.The accuracy and function of this series of products have reached the international advanced level.

TECHNICAL PARAMETERS

Optional

model
NDJ-5S (Basic) NDJ-9S(With temp.） NDJ-8S(Viscosity)

Measuring

range
1~1×105 mPa.s 1~1×105 mPa.s 1~2×106 mPa.s

Accuracy ±2%(Newtonian liquid) ±2%(Newtonian liquid) ±2%(Newtonian liquid)

Rotors

Standard 1~4 rotor,

optional rotor 0 can

measure low viscosity to

0.1MPa. s

Standard 1~4 rotor,

optional rotor 0 can

measure low viscosity to

0.1MPa. s

Standard 1~4 rotor,

optional rotor 0 can

measure low viscosity

to 0.1MPa. s

Rotor speed 6,12,30,60 rpm 6,12,30,60 rpm
0.3,0.6,1.5,6,12,30,60

rpm

Intelligent
can automatically choose

the right rotor and speed

can automatically

choose the right rotor

and speed

can automatically

choose the right rotor

and speed

Language Chinese/English Chinese/English Chinese/English

Readout

stabilization

cursor

Vertical square cursor full

lattice when the reading is

basically stable

Vertical square cursor

full lattice when the

reading is basically

Vertical square cursor

full lattice when the

reading is basically
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stable stable

Temp.

measuring

device

No Yes No

Power supply AC220V,50/60 Hz AC220V,50/60 Hz AC220V,50/60 Hz

Dimension 37×33×38 cm 37×33×38 cm 37×33×38 cm

Weight 6.8 kg 6.8 kg 6.8 kg
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